
FOR CAR PARK VENTILATION

JET FANS

Dual Use

Regular use at ambient temperature

Smoke extrac�on in case of fire

Motors: IP55  Class F / Class H 

Impeller specially designed for low noise

Fan dynamically balanced for low vibra�on

Customisable design

Reversible available on request

Fresh Air Fan and Smoke Spill Exhaust Axial Fan available

Features:



FOR CAR PARK VENTILATION

JET FANS

Model A B C D E F G
PJF 315 1575 305 448 290 240 415 430

PJF 355 1735 305 486 350 258 455 470
PJF 400 1915 305 531 350 280 500 510

(CMH) (N) (kW) (RPM) (dB)
PJF 315 2200 / 4450 5 / 22 0.17 / 0.8 4 / 2 1420 / 2840 3 H 52 / 65
PJF 355 3250 / 6450 9 / 39 0.4 / 1.5 4 / 2 1420 / 2840 3 H 54 / 67

Model Air  Volume Thrust Motor Pole Speed Phase Insula�on Sound  Level

PJF 400 4500 / 9050 15 / 59 0.5 / 2.0 4 / 2 1420 / 2840 3 H 55 / 69

For fresh air or exhaust
Fan size from 315 mm to 1600 mm diameter
Dual Use – Daily ventilation and smoke extraction
Motors – IP55 insulation; Class F/Class H
Casing material, as per requirement

SMOKE	SPILL	EXHAUST	FAN

›

Mobile : +91 98300 90132 / +91 98307 97132 

ACCESSORIES

TECHNICAL	DATA

DIMENSION

CO	Detector	Safety	Screen	 PLC	Panel	 Variable	Frequency	Drive
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