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INSTRUMENTATION CABLE

IPE-101

PE - ALMYLAR - PVC INSULATED - 85 °C
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Color Code

(X)

T-(Twisted)

Cable 
Formation

Note : BC0 (Bare Copper), NPC (Nickel Plated Copper), TPC (Tin Plated Copper), SPC (Silver Plated Copper)
BW0 (Blue - White), CS0 (Customer specification)

AVAILABLE OPTIONS

SPECIFICATIONS 

Conductor : Solid, Multistrand, Electrolytic Grade Conductor 
Bare Copper, TPC As per IS 8130:84

Insulation : PE Insulation

Construction : Twisted

Shielding : Almylar Shield with ATC Drain Wire

Inner Sheath : PVC / FR PVC / FRLS PVC / HR PVC

Operating Temp : 85°C

FEATURES

ü Max. Temp. Up to 85°C

ü Excellent Physical Properties

ü Excellent Di-Electric Constant

ü Excellent Flame Retardant Property

ü Good Heat Resistivity

ü High Thermal endurance

ü Good Moisture, Chemical Abrasion 
Resistance

ü Armouring

ü Available with Zero Halogen 
Property

ü Available with Fire Retardant 
Property

ü Special Colour Code

IS 1554, BS 5308, IS 8130

Voltage Grade : 600/1100V

CONSTRUCTION DETAILS AND DIMENSIONS 
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