
A5

THERMOCOUPLE CABLE

T-601

PTFE - SILICON INSULATED - 200°C
SPECIFICATIONS 

Conductor : Solid, Multistrand, Thermocouple Grade Materials 
as per ASTM E230 / 77 & IEC5843

Insulation : PTFE Insulation

Construction : Twisted

Outer Jacket : Silicon Rubber Sheathed

Operating Temp. : 200°C

Limit of Error : According to ASTM E230 / 77 / IEC 584

Color Code : According to ANSI MC 96.1

AVAILABLE OPTIONSFEATURES

ü Max. Temp. Up to 200°C

ü Superior Heat Resistance, Cold 
Resistance

ü Excellent Strength

ü Excellent Flexibility

ü Excellent Humidity Resistivity

ü Excellent Dielectrical Properties

ü Good Abrasion Resistance

ü Fiber Glass Braiding

ü Twisted / Shielded Pair

ü Special Colour Code

ü Calibration Test Repot

ü Available upto 1.1 KV

JSS 51034, ANSI MC 96.1, IS 9968

Voltage Grade : 300/500V

CONSTRUCTION DETAILS AND DIMENSIONS 
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0.200

0.2
0.4

0.42
0.4
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3.4
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4.25
6.1
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5.75
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70

43.2
60.2
60.2
13

14.4
17.6
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T601
T602
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T604
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T608
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ORDERING CODE 

(TXXX)

601
to

618

Conductor 
Size

(X)
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R
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(X)

T
X
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Grade of
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01
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-
-
-
-
-
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No. of 
Pairs

(X)

A-(ANSI)
I-(IEC)
J-(JIS)

Color Code

(X)

T-(Twisted)

Cable 
Formation

Table 1

A


