
PAP-TECH ENGINEERS & ASSOCIATES 

PAP-TECH ELECTRONIC GSM BALANCE 

MODEL: PAP-2052 

 
 

Digital Quadrant Scale is intended for measuring 

the GSM of paper and other sheet materials by 
weighing a small test sample with given 
dimensions. The GSM of the specimen is being 
Displayed directly on Digital Panel Meter with 
accuracy 0.01 GSM 
 

Salient Features :  
 

 Covered with Transparent Shield. 

 Stainless Steel tearing templates. 

 Digital GSM Scale display direct  
     weight in  GSM in two range:      20X25cm2 

and 10X10 cm2  
 Weight upto 0-600 gm with accuracy 0.01  
gm. 
 Plate Form Size- 110 mm Dia. 

  

TECHNICAL – SPECIFICATION 
 

Single Graduated Scales: 
 

Range 
(g/m2)  

Accuracy 
(g/m2) 

Sample 
(cm.) 

Tearing  
Template 

0-600 GSM  0.01 GSM 20X25 20x25 
0-600 GSM 0.01 GSM 10X10 10X10 

 
 

APPLICATION STANDARDS 

SCAN - P- 6, T – 410  

CPPA - D - 3, APPITA - P - 405 
 

OPTION 

As per customer requirement. 
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