PHOTO
COLORIMETERS

Tdeal Chnical I nstruments fﬂr
: B}ﬂﬂd and C'-mmfcal Anq]y_sfs

P g o L LR

e

Q ; iml Sample Volume
IRange From 400 to 700 nm.

| fiDirect Concentration Facility.
& — {' ‘Highly Stable & Accurate.
-4 Battery/Mains Operated
321 g Colorimeters Also Available.
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I‘s Photo L‘ulnrlmeters are the finest cuiur:meters that comblne cﬁlweﬁan
n operation with high precision & accuracy in analysis. Various models of ':_j orim

r& available to suit one’s requirements. The results in the form of € .
11E];’ﬂptrcaIDensltw“fuTransmlsslnn are available on the d&}:l»a;r“;
standard glass filters covering complete visible range of 400-700nm are r Of f"
rotat:ng disc. Highly sensitive photo sensor and use of latest IC tmw i
e instruments highly rugged, accurate & economical in malntenanﬁﬁ;%
rnple volume of 1ml is required to carry out the analysis. Provision haimk f
PHOTO switch-on the lamp source only when required, thereby unﬂreasmgthelrﬁeﬁﬁ';@f“
COLORIMETERS 'he instruments are extremely useful for quantitative estimation of
emlcalsuhstancesmcludlng blood chemistries in chemical/clinical labs, p Sh

dustrles medicine plants, water treatment plants agn[:uitura unwem - e

SPECIFICATIONS-
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b —’_ SME | 312E 313E 32TE . - fa "f';__
¥ ' Models Auto | DIGITAL | DIGITAL ANALOG
.~ |CONCENTRATION  MODEL Ll MODBL, o N _ MODEL ‘
' High Std. Glass 8 8 5 | 8 5
¢ | Filters
L | MiniVolume | 1ml ;— CAml T Am T iml T S
\  Display ‘ 3%digit LED | 2 %digit LED 2 Y digit LED 125X100mm | 125X100mm |
A e | B T Ammeter Ammeter | 4
- Range -~ | . 400to 700 nm 400 to ?{]D nm | 400 to ?DD nm | 400 to 700 nm 4EIEI to 700 nmj
. Output oD DD 89 B Q9
'i.ﬂ p___ _ Conc.: ?E :1!999999 0= 1 0.1 9000, :Din b Sl g E '}nn% ?M EE 00% 3
" | Resoluton | OD :0.001 | OD :001 | OD :0.01 |
.' | i Conic:001 | O0 001 1 OD 1001 [ onr s
. Ac{:uracy 0.25%FS+1 Dlglt 0. E%FSH Digit | 0. E%FS 1 D|grt ‘F%FS 1%FS
. Detector Photo Cell/Diode Photo Cell/Diode Photo Cell/Diode Photo Cell/Diode Photo CellDiode |
|1rght Source 6.8V, 250 mA | 6.8V,250 mA  6.8V,250 mA 6.8V, 250 mA 6.8Y,250 mA E
: (T ungston Lamp}| . j:;_:
k' Power 1230VE10% AC, 50Hz (230V=10% AC, S0HZ230V+10% AC, 50Hz230V£10% AC, 50HZ|230V410% AC, 50Hz]
D}MEHEI{JHE '2?5}{245}(1-¢ﬂmm 2?53{245K18Dmm 275X245X180mm | 2?5){245118{Jmm 275X245X180mm
Wenght ~ 3.5Kgs. (Approx.) 4 Kgs. (Approx.) | 4 Kgs. (Approx.) | 4 Kgs. (Approx.) 4 Kgs. (Approx.)|
| Filters 8 filters - 400 420 480 500 520 540 620 680 nm -

5 ilters - 420 480 540 620 EBD nm

'Ana}ysls Kit, Digital Photo Gﬂlcrlmeters Filter Photo Cﬂlﬂnmeters Digital pH Meters, Mephelm’
Turbidity Meter, K.F. Titrimeters, Digital D.Q. Meter, Digital Conductivity/TDS Meter
. Temperature Indicator, pH Calibrator, Digital Telethermometer. :

S

Note: F-:}T imi‘-'mvﬁments,- the design and specification:

Satya Building, Sector-&, Main Road, Kamli, Parwanog (H.P.)-173 220 (INDIA)
Phone: +91-1792-235207 Fax ; 0172-2591407 e-mail; ei _products@rediffmail .com
www. scientificdealers.com/ei
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